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	1. EINFÜHRUNG
	Lieferumfang
	Download

	2. SICHERHEITSHINWEISE
	3. BEDIENELEMENTE UND ANSCHLÜSSE
	1 MIDI-Steuergruppe
	2 Transporttasten
	3 Frei zuweisbare Tasten
	4 Taste BANK

	4. COMPUTER ANSCHLIESSEN
	5 Szenenanzeige
	6 USB-Anschluss
	7 Festgelegte MIDI-Steuergruppe

	5. SOFTWARE-EDITOR
	1 Menüleiste
	2 Scene 1 bis 4
	3 Geräteabbildung
	4 Umschaltung Parameteranzeige
	5 Control-Auswahlmenü
	6 Bearbeitungsbereich
	Allgemeine Bedienschritte
	1 Verbinden Sie vor dem Öffnen des Editors immer den MIDI-Controller mit Ihrem Computer.
	2 Zum Öffnen des Editors legen Sie die mitgelieferte CD-ROM in Ihr Laufwerk ein bzw. laden Sie die Dateien aus dem Internet herunter und entpacken Sie sie. Starten je nach Betriebssystem die entsprechende Anwendung.
	3 Wählen Sie nach dem Öffnen den FAD-9 im Auswahlmenü.
	4 Die Benutzeroberfläche wird geöffnet und Sie können die Parameter des Geräts editieren.
	5 Es stehen vier Szenenspeicher für Ihre Parametereinstellungen zur Verfügung. Verwenden Sie hierfür die Scene-Buttons im oberen Bereich des Editors. Mit der BANK-Taste am FAD-9 können Sie "on the fly" zwischen den Szenen umschalten.
	6 Übertragen Sie im Anschluss Ihre Einstellungen auf das Gerät mit dem Menübefehl Communication > Send Scene Data.

	Einstellbare Parameter
	( Globale Einstellungen [Common]
	Hier lassen sich allgemeine Parameter  einstellen, die den gesamten MIDI-Controller  beeinflussen.
	Hier wählen Sie den globalen MIDI-Kanal, auf  dem der Controller seine MIDI-Befehle sendet,  wenn Sie eine Taste drücken oder Fader und  Regler verwenden.
	Ihre angesteuerte Musiksoftware muss auf  diesem MIDI-Kanal empfangen.
	Steuergruppen-MIDI-Kanal
	[Global Common 1 bis 9]
	Transport-MIDI-Kanal
	[Transport Common]
	( Regler [Knob 1 bis 9]
	Enable/Disable
	Left Value

	( Fader [Slider 1 bis 9]
	Enable/Disable
	Upper/Right Value
	Assign Type
	• Momentary: Bei Drücken der Taste wird der  gewählte Befehl mit dem An-Wert bzw. Note- An-Wert gesendet. Wenn Sie die Taste  freigeben, wird der Aus-Wert bzw. Note-Aus- Wert gesendet.
	• Toggle: Bei jedem Drücken der Taste werden  abwechselnd der An-Wert bzw. Note-An-Wert  und der Aus-Wert bzw. Note-Aus-Wert  übertragen.
	On Value
	Hier wählen Sie den Wert des Befehls, der bei  Aktivieren der Taste gesendet wird.
	( Transporttasten
	• Momentary: Bei Drücken der Taste wird der  Steuerbefehl mit dem Wert 127 gesendet.  Wenn Sie die Taste lösen, wird der Wert 0  gesendet.
	• Toggle: Bei jedem Drücken der Taste wird  abwechselnd der Wert 127 und 0  übertragen.
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	1. INTRODUCTION
	Box Contents
	Download

	2. SAFETY INSTRUCTIONS
	3. CONTROL ELEMENTS AND CONNECTIONS
	1 MIDI control group
	The FAD-9 offers 9 control groups. Each group  has one rotary control  and one fader to  transmit control change messages, and one  button for control change or  note messages.
	2 Transport buttons
	There are six transport buttons: [LOOP],  [REW], [FF], [STOP], [PLAY]  and [REC].   These buttons transmit control change  messages or MMC messages (MIDI  machine  control).
	3 Freely assignable buttons
	Transmit control change messages or note  messages.
	4 BANK button

	4. CONNECTING A COMPUTER
	5 Scene indicators
	The LED of the selected scene will light up.
	6 USB port
	7 Fixed MIDI control group

	5. SOFTWARE EDITOR
	1 Menu bar
	2 Scene 1 to 4
	3 Device
	4 Parameter display switch
	5 Control menu
	6 Parameter edit area
	Basic Operation
	1 Always connect the FAD-9 to your computer before opening the editor.
	2 To open the editor insert the supplied CD-ROM into your CD drive or download and extract the files. Depending on your operating system, start the corresponding application.
	3 After opening the editor, select the FAD-9 from the opening device select screen.
	4 In the main screen, click the control you would like to modify and edit its assignments in the lower right pane.
	5  You can customize four different scenes by using the four SCENE buttons near the top of the editor. Then, you can switch the scenes on the fly using the BANK button on your MIDI controller.
	6 In order for your adjustments to be reflected in your MIDI controller you will need to write the data into the controller. For this, select Communication > Send Scene Data from the top menu bar.

	Editing Parameters
	( Global settings [Common]
	The global section lets you can make overall  settings for your MIDI controller for each  scene.
	Scene MIDI Channel
	This specifies which MIDI channel your  controller will use to transmit note messages,  as well as MIDI messages that are sent when  you press a button or move sliders and rotary  controls.
	Set this to match the MIDI channel of the MIDI  application you are controlling.
	Group MIDI Channel
	[Global Common 1 to 9]
	Transport  MIDI Channel
	[Transport Common]
	( Rotary controls [Knob 1 to 9]
	Enable/Disable
	Left Value

	( Faders [Slider 1 to 9]
	Enable/Disable
	Upper/Right Value
	Assign Type
	• Momentary: The Note On or On Value will be  transmitted when you press the button, and the  Note Off or Off Value will be transmitted when  you release it.
	• Toggle: The Note On or On Value will be  transmitted alternately with the Note Off or Off  Value each time you press the button.
	On Value
	Specifies the On value of the control change or  note on message.
	( Transport buttons
	• Momentary: A control change message with  a value of 127 will be transmitted when you  press the transport button, and with a value of  0 when you release the button.
	• Toggle: Each time you press the transport  button, a control change message with a value  of 127 or 0 will be transmitted alternately.
	You cannot specify the button behavior if the  assign type is [MMC]. If you have specified  [MMC], an MMC command will be transmitted  each time you press the button.
	MMC Device ID
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